[image: image1.jpg]@ SENSORSOFT’



                                                                                          SS6420 WIRING Worksheet
	SS6420 Location
	
	Model, FW, MAC, IP
	


	Terminal
	Wire Color
	Zone Description
	Terminal
	Wire Color
	Zone Description

	C1
	
	
	C9
	
	

	GND
	
	
	GND
	
	

	 P+
	
	
	P+
	
	

	C2
	
	
	C10
	
	

	    GND
	
	
	GND
	
	

	P+
	
	
	P+
	
	

	C3
	
	
	C11
	
	

	GND
	
	
	GND
	
	

	P+
	
	
	P+
	
	

	C4
	
	
	C12
	
	

	GND
	
	
	GND
	
	

	P+
	
	
	P+
	
	

	C5
	
	
	V1+
	
	

	GND
	
	
	V1-
	
	

	P+
	
	
	V2+
	
	

	C6
	
	
	V2-
	
	

	GND
	
	
	V3+
	
	

	P+
	
	
	V3-
	
	

	C7
	
	
	RL1 N.C
	
	

	GND
	
	
	RL1 COM
	
	

	P+
	
	
	RL1 N.O
	
	

	C8
	
	
	RL2 N.C
	
	

	GND
	
	
	RL2 COM
	
	

	P+
	
	
	RL2 N.O
	
	

	Peripheral Power (P+)
	black
	12 VDC from PA6420 Power Adapter, 15W, 1.25 Amp, 2.5 mm plug, center negative
	6V Power
	black
	6 VDC from PA6106 Power Adapter, 500 mA, 2.1 mm plug, center positive


Instructions for Using this Document:
1. This form was designed to be printed and used with a pen to document on the fly. Later the information can be entered electronically using Microsoft Word.

2. Save this document only in .doc format, NOT .xdoc. This is for compatibility with older versions of Microsoft Word.

3. When making changes to this document, afterwards, always increment the revision number –Rn in the file name so others know modification were made. Where n is an integer number.

4. When wiring-up 12V powered detectors always use a tamper contact or disconnect sense loop. In addition use consecutive contact inputs on the SS6420 for these types of detectors so that they occupy the same 6 point terminal block (i.e. C1 and C2 …. C11 and C12).
